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R ev iew of w or k s on t h e u se o f ma j o r i t y B oo l ean a l g ebr a f o r t h e
sy n t h esis o f c ombin at ion a l l og i c sc h emes.

Gurov S. I .

A bst ract . The art icle contains an overview of the results on the applicat ion of majority
logic to the synthesis of combinat ional logic schemes.

In the Þrst part , the theoret ical foundat ions of quest ions of majority algebra and some
algorithms of pract ical problems of the circuit algorithm are considered.

In this second part , the basic terminology of logical networks is given Þrst .
Majority-inverter graphs (MIG) important for further considerat ions are described.

Illust rated areMIGsversusgeneric AND/ OR/ Inverter (AOIG) graphs that includethepropert ies
of regular AIGs. It is pointed out that the possibilit ies of algebraic operat ions over MIG are
much wider than those over AOIG. It is proved that an arbit rary MIG can be transformed by
any other logically equivalent one using a sequence of t ransformat ions from the axiomat ic system
! . Relevant examples are given.

Methods of MIG opt imizat ion in terms of size (set of vert ices), delay (depth), power
(switching frequencies, switching act ivity) are considered. A transformat ion-oriented axiomat ic
system " is int roduced. The applicat ion of MIG size opt imizat ion with " is illust rated with a
simple example.

Methods for minimizing MIG depth are discussed and illust rated with examples. The
possibility of using the considered methods to opt imize the switching frequency in MIG is
indicated, at which its size and the probability of switching the state of the vert ices 0 ! 1
decrease.

The results of experiments on opt imizat ion of various MIG parameters are presented.
TheMPC (Majority Primit ivesCombinat ion) algorithm of combinat ional logic circuitsbased

on majority logic is considered. Opt imality criteria used by the MPC when calculat ing the cost
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